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Configuration and specification for 15KVA online UPS and Batteries

T Features | Detailed Specification
Type Online
Techmology | IGBT based PWM Technology
| Capacity 15 KVA
Backup Time 2 hours at full load
| Input Frequency SO Hz +/- 5% »
| Input Voltage range 415 V-270 V 3phase
| Charging Type Constant Voltage, Current Controller with boost charging facility
Output Voltage | 230V AC +/- 1% Single Phase .
Output Frequency 50 Hz +/- 0.5 Hz
Input Power Factor > 09
| Relative Humidity 20-90% RH
Power Factor 0.8 lag to unity PF
Waveform Pure Sine wave
Alarm On Battery, Low Battery, UPS Over Load
Isolation Transformer IGBT based PWM technology with Galvanic isolation transformer
Battery make Preferred brands Exide//Amaron/Livefast (ISO/TUV Certified)
Battery Type Tubular compatible for proposed UPS rating
VAH OF Battery Bank > 24000VAH or 100Ah
Battery Bank Stand Sturdy Metal Frame structure to house proposed Batteries
' No. of Batteries Compatible numbers
Over Load Capacity 150% for 1 minute, 125% for 10 minutes
Inverter Efficiency 90%
Overall Efficiency 90%
Load Crest Factor Better than 3:01
Switching Frequency Above 20KHz
Protection Automatic discharge protection with self test features, Input fault, cold start,
Battery Over charge, Output short circuit, Charging current circuit, inverter
over temperature, Over load Surge protection.
LCD Display Output voltage, Output current, Load %, Output frequency, Input Voltage,
Battery Voltage
Total Harmonic Distortion (THD) Less than 3% for Linear, >5% for non linear
Indications & Audible Alarms Mains On, Inverter On, Overload, Load On Battery, Under voltage, Over voltage
Warranty Comprehensive Onsite Warranty support for 3 years including batteries
Certification ISO 9001:2008 or Higher, ETDC/CPRI test report & BIS CERTIFICATION
Note:

Input wiring for UPS with Material,
Output wiring with material to connect switch boards,
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